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U Bolt Size Chart in MM 
 

NOMINAL PIPE 
SIZE 

THREAD OF 
LENGTH 

BETWEEN 
CENTRES 

THREAD OF 
SIZE 

DEPTH OF 
U 

2.1/2" 55MM 90MM M12 124MM 

12" 50MM 343MM M16 363.6MM 

3" 50MM 102MM M12 126MM 

1/2" 30MM 28MM M6 48MM 

10" 50MM 292MM M16 318MM 

3/4" 30MM 34MM M6 53MM 

6" 50MM 182MM M12 210MM 

1" 30MM 41MM M6 60MM 

5" 50MM 156MM M12 182MM 

1.1/4" 30MM 54MM M10 67MM 

4" 50MM 131MM M12 144.5MM 

8" 50MM 240MM M16 252MM 

1.1/2" 35MM 60MM M10 85MM 

2" 35MM 75MM M10 95MM 

 
Extended U Bolts Dimension Chart 
 

NOMINAL PIPE SIZE THREAD OF LENGTH BETWEEN CENTRES THREAD OF SIZE DEPTH OF U 

3/4" 75mm 33mm M6 103mm 

6" 90mm 182mm M12 240mm 

12" 95mm 343mm M16 387mm 

1" 75mm 40mm M6 111mm 

8" 95mm 241mm M16 298mm 

3" 90mm 102mm M12 168mm 

1.1/4" 85mm 55mm M10 122mm 

4" 90mm 126mm M12 193mm 

1.1/2" 85mm 61mm M10 127mm 

2" 85mm 70mm M10 140mm 

10" 95mm 293mm M16 349mm 

1/2" 75mm 27mm M6 97mm 
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Heavy Pattern U Bolts Size Chart in mm 
 

NOMINAL PIPE SIZE THREAD OF LENGTH THREAD OF SIZE DEPTH OF U BETWEEN CENTRES 

20" 70mm M24 588mm 540mm 

4" 50mm M16 167mm 135mm 

1/2" 25mm M8 46mm 30mm 

22" 70mm M24 638mm 590mm 

7" 55mm M20 250mm 215mm 

16" 65mm M24 488mm 435mm 

3/4" 25mm M8 56mm 35mm 

1" 25mm M8 61mm 45mm 

8" 55mm M20 285mm 245mm 

24" 70mm M24 688mm 640mm 

1.1/4" 25mm M8 71mm 55mm 

9" 55mm M20 300mm 270mm 

12" 60mm M20 390mm 350mm 

5" 50mm M16 192mm 160mm 

1.1/2" 35mm M10 85mm 60mm 

2" 35mm M10 95mm 75mm 

10" 60mm M20 340mm 300mm 

2.1/2" 45mm M12 124mm 90mm 

6" 55mm M20 225mm 190mm 

14" 65mm M24 428mm 385mm 

3" 50mm M16 142mm 105mm 

18" 70mm M24 528mm 485mm 
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Pipe U Bolt Size Chart 
 

PIPE SIZE THREAD 
SIZE 

THREAD (M) CENTRES(N) (S PART NO. 

OUTSIDE 
DIA(A) 

NOMINAL 
SIZE 

LEN(K)   MAX) 

STAINLESS 
STEEL 

CARBON 
STEEL MM NB MM MM MM MM 

559.0 550 M24 80 625 595 22 180043 180021 

114.3 100 M16 55 165 140 19 180031 180009 

609.6 600 M24 80 675 645 22 180044 180022 

21.3 15 M8 25 50 40 10 180023 180001 

508.0 500 M24 80 575 545 22 180042 180020 

273,0 250 M20 75 335 305 22 180037 180015 

88.9 80 M16 55 140 110 19 180030 180008 

323,9 300 M20 75 385 355 22 180038 180016 

457,2 450 M24 80 525 495 22 180041 180019 

26,7 20 M8 25 55 45 10 180024 180002 

168.3 150 M20 65 225 195 19 180033 180011 

33.4 25 M8 30 60 50 10 180025 180003 

141.3 125 M16 55 190 165 19 180032 180010 

355.6 350 M24 80 425 390 22 180039 180017 

42.2 32 M8 30 70 60 10 180026 180004 

406,4 400 M24 80 475 440 22 180040 180018 

193.7 175 M20 65 280 220 19 180034 180012 

48.3 40 M10 40 85 65 16 180027 180005 

219.1 200 M20 65 275 250 19 180035 180013 

60.3 50 M10 40 100 80 16 180028 180006 

244,5 225 M20 65 300 275 19 180036 180014 

76.1 65 M12 50 120 95 19 180029 180007 
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How Are U Bolt Sizes Measured ? 
 

DIMENSION HOW TO MEASURE DESCRIPTION 

Thread Len Measure the length of the threaded portion from the 
bottom of the leg upward. 

Length of the threaded 
section of the legs 

Rod Dia Measure the thick of the rod using a caliper or ruler. Thick of the U-bolt material 

Inside Len Measure from the inside of the curved portion (the U) to 
the tip of the legs. 

Height of the U-bolt 

Inside 
Width 

Measure the distance between the inner edges of the legs. Space between the two legs of 
the U-bolt 

Round U Bolts Size Dimensions 
 

AVAILABILITY & TECH DATA 

THREAD DIA (A) D (MM) C (MM) B (MM) 

M20 90 620 695 

M6 13 14 32 

M16 85 520 595 

M6 16 14 32 

M10 30 21 52 

M6 16 18 36 

M8 30 34 64 

M6 14 18 37 

M10 40 45 70 

M6 16 23 40 

M16 55 170 205 

M6 30 35 65 

M8 16 23 42 

M6 27 28 55 

M16 50 276 315 

M8 25 27 52 

M6 18 22 40 

M16 85 415 495 
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M8 30 27 53 

M6 30 21 48 

M12 60 220 270 

M8 25 28 58 

M6 30 34 60 

M8 25 34 60 

M6 30 27 53 

M8 32 35 68 

M10 30 27 55 

M8 28 49 70 

M10 40 51 75 

M8 35 55 80 

M10 34 35 71 

M8 41 43 81 

M10 40 60 90 

M8 28 61 82 

M10 40 60 85 

M8 46 49 90 

M10 40 42 70 

M8 40 60 90 

M10 40 114 140 

M8 40 71 100 

M10 40 76 100 

M8 35 65 106 

M10 40 124 150 

M8 40 75 110 

M12 40 76 107 

M8 28 89 110 

M10 40 204 240 

M8 40 85 119 

M12 40 90 116 

M8 40 105 144 

M10 32 34 64 

M8 28 77 98 

M10 40 50 80 
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M16 60 220 270 

M8 40 42 70 

M10 41 43 81 

M8 28 48 70 

M10 45 49 92 

M12 40 276 315 

M8 25 43 68 

M10 40 76 105 

M8 30 21 50 

M14 60 220 270 

M10 53 61 110 

M8 25 27 53 

M10 40 90 116 

M8 53 61 110 

M10 70 77 138 

M8 25 27 45 

M10 40 129 150 

M12 40 140 170 

M10 55 115 156 

M12 75 102 163 

M10 40 140 168 

M12 75 115 175 

M10 40 154 180 

M14 60 274 315 

M12 40 114 140 

M10 40 170 202 

M12 53 61 110 

M16 85 465 535 

M12 40 90 115 

M16 75 365 395 

M12 70 77 138 

M16 50 324 360 

M12 70 89 143 

M16 50 225 260 

M10 70 140 185 
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M12 40 140 165 

M10 60 220 268 

M12 50 170 200 

M16 50 140 175 

M20 90 570 645 

M12 40 170 202 

M16 50 112 143 

M12 70 168 210 

 
Square U-Bolt Size Chart 
 

DIA PART# UBT LEN WIDTH 

5⁄8" 4019 12" 2-9⁄16" 

9⁄16" 4053 9" 3-1⁄8" 

3⁄4" 4230 13-1⁄2" 3-1⁄4" 

9⁄16" 4043 10-1⁄2" 3-1⁄8" 

9⁄16" 4039 7" 2-1⁄2" 

3⁄4" 4231 15-1⁄2" 3-1⁄4" 

9⁄16" 4036 8-3⁄4" 2-1⁄2" 

9⁄16" 4050 18" 3-1⁄8" 

9⁄16" 4045 11-3⁄8" 2-9⁄16" 

9⁄16" 4049 15" 3-1⁄8" 

9⁄16" 4145 12-1⁄2" 2-9⁄16" 

9⁄16" 4144 12-1⁄2" 3-1⁄8" 

9⁄16" 4038 14" 2-1⁄2" 

9⁄16" 4061 10" 3-1⁄4" 

9⁄16" 4042 15" 2-9⁄16" 

9⁄16" 4037 10" 2-1⁄2" 
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How Do I Choose the Right U-bolt Size for My 
Application ? 

       ➤Account for Environmental Factors: Ensure material suitability for temperature  

➤Consider Industry Standards: Follow relevant standards for specialized applications. 

➤Check Leg Length: Ensure it’s long enough to secure the object, including washers and nuts. 

➤Verify Thread Length: Ensure enough thread length for proper tightening. 

➤Check U-Bolt Radius: Ensure the curve matches the object (e.g., pipe or flat surface). 

➤Confirm Load Rating: Ensure the U-bolt can handle the intended load. 

 

Can U-bolts Be Custom-made to Specific Sizes? 

Yes, U-bolts Can Be Custom-made to Specific Sizes, Materials, and Finishes for Unique Applications.  

 

What Factors Influence U-bolt Size Selection ? 

➤Pipe or Object Diameter: The U-bolt must fit snugly around the pipe or object it secures. 

➤Thread Length: Ensure the thread length is sufficient for proper tightening with nuts and washers. 

➤Load Requirements: U-bolt size must match the weight and stress of the application. 

➤Radius of the Bend: Must match the shape and size of the pipe or object being secured. 

➤Clearance Requirements: Adequate space for installation and tightening. 
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